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a b s t r a c t 

A new design of fast charging latent heat thermal energy storage (dynamic melting) is proposed to 

further reduce the charging time. The proposed new design benefits from a stream of pressurized and 

heated liquid PCM entering and leaving the storage unit. Two layers of metal foam were also added to 

accelerate the thermal charging process further. The governing equations for the flow and heat transfer 

with phase change were introduced as partial differential equations and integrated using the finite ele- 

ment method. The impact of the porosity of foam layers, the foam ratio, and the geometrical placement 

of layers was investigated in the proposed design. The mounting location of a horizontal foam layer was 

not much important. Interestingly, it was found that a metal foam with high porosity produces a short 

thermal charging time. It was since the most important parameter in controlling the thermal charging 

time was forming a liquid PCM film between the inlet and outlet ports of the enclosure. Such as liquid 

film allows a passage for the pressurized and heated liquid PCM enters the enclosure and accelerates the 

melting process by a mixed convection mechanism. A full melting could be achieved in about 2.5 h in a 

16-inch diameter enclosure. 

© 2022 Elsevier Ltd. All rights reserved. 
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. Introduction 

In addition to environmental pollution, fair prices, greenhouse 

as emissions, and global warming, scientists have long been con- 

erned about sustainable supply. A viable alternative to fossil fuels 

s undoubtedly using renewable energy sources. Growing inequali- 

ies between energy demand and supply and massive quantities of 

nergy needed raise concerns. Storage of surplus energy is a viable 

olution. These systems can be electrical, mechanical, or thermal. 

atent heat and sensible energy storage are the two most common 

ypes of thermal energy storage (TES) [1] . The stored heat in La- 

ent Heat Thermal Energy Storage (LHTES) system is derived from 

he phase change enthalpy or specific latent heat due to the phase 

ransition at a certain temperature [ 2 , 3 ]. An essential component 

f TES systems is a phase change material (PCM). A key draw- 

ack of PCMs is their low thermal conductivity, which limits them 
∗ Corresponding author at: Laboratory on Convective Heat and Mass Transfer, 

omsk State University, 634045 Tomsk, Russia. 

E-mail address: m.ghalambaz@gmail.com (M. Ghalambaz) . 
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rom being widely used. These materials, however, have piqued the 

nterest of researchers due to their numerous applications. Sub- 

tantial studies have been conducted to address this issue and 

mprove the thermophysical properties of these materials [4–6] . 

sing metal foam [ 7 , 8 ], fins [9] , carbon nanotubes [10] , and

anoparticles [11] can improve PCM’s thermal conductivity and 

eat transfer rate. 

Metal foam (MF) has a low density, a large specific surface 

rea, a low complex permittivity, and a high thermal conductiv- 

ty [12] . Using MF in TES systems may help to address PCMs’ poor 

hermal conductivity [ 13 , 14 ]. It was discovered by Esapour et al. 

15] that the addition of MF improves temperature distribution and 

mproves thermal conductivity. TES unit proposed by Yang et al. 

16] utilized MF and showed that reducing the melt time by 88.6 

ercent could significantly improve the TES. The impact of heat 

eneration [17] , pore density [18] , and nanoparticles [19] have been 

ddressed in the heat transfer of PCMs in recent investigations. 

Wang et al. [20] examined copper foams’ charging/discharging 

ehaviors in a vertical LHTES tube with radial gradient poros- 

ty. The development of thin-film MFPCM systems has recently 

https://doi.org/10.1016/j.ijheatmasstransfer.2022.123760
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Fig. 1. A schematic of the dynamic fast charging LHTES unit application. 
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Fig. 2. Schematic diagram of the physical model of a fast-charging LHTES unit. (a) 

a general view of the model, (b) geometrical details, (c) the magnified top section 

geometrical details, (d) the magnified bottom section geometrical details. 
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een applied to cooling various electronic components, includ- 

ng GPUs, CPUs, laptops, LCDs, and tablets [21] . Joshi and Rathod 

22] and Zhu et al. [23] suggested MF filling ratios of 1/2 [22] for

n enclosure heated from the side and 2/3 [23] when heated 

rom the bottom. Li et al. [24] indicated that the heat trans- 

er rate of MFPCM is approximately 11 times greater than that 

f pure PCM. However, volume density of new TES is 2.2–2.5 

imes greater than traditional. Ferfera and Madani [25] investi- 

ated experimentally and computationally the heat storage capac- 

ty of composite Cu/Ni foams-PCMs with different pore densities 

nd porosities. The composite PCMs’ thermal diffusivity and con- 

uctivity were discovered to have increased by 35 and 6 times, 

espectively. 

While specific methods for enhancing heat transfer have been 

ighly successful, they are invasive since only a tiny amount of 

CM may be placed within the Latent Heat TES (LHTES) set. As 

 result, the PCM volume to LHTES system volume ratio decreases, 

s does the energy storage capacity. Recent studies show that the 

orosity and PPIs [ 26 , 27 ], hyper-gravity [28] , or variable morpholo-

ies [29] impact the melting rate. Besides, a comparison between 

tilized techniques shows that the metal foams can better enhance 

he melting heat transfer than for instance, nanoparticles [ 30 , 31 ]. 

Some heat transfer techniques that do not need invasiveness 

ugmentation, such as dynamic PCM systems, direct contact PCM 

tructures, and PCM slurries, were investigated [ 32 , 33 ]. During the 

hase transition, dynamic PCM systems move or agitate the PCM. 

hey may be divided into four major categories. The first LHTES 

ystem strategy is to include ultrasonic vibrations in the system, 

hich improves system performance by avoiding the formation of 

olid PCM layers in the subcooled liquid PCM [ 34 , 35 ]. The sec-

nd approach, a twin-screw heat exchanger, entails spinning a heat 

xchanger’s heat transfer surface helicoidally during charging and 

ischarging operations [36] . The PCM flux, which is a transport 

ube that carries PCM across a heated surface, is the third idea. 

he fourth option is dynamic melting. Liquid PCM is recirculated 

hrough an external mechanism to control the flow and transfer of 

eat during melting. 

Continuous mixing of the PCM with motion increases overall 

eat transfer and system efficiency by minimizing charging time 

nd increasing forced convection. This approach also reduces PCM 

eterioration and phase segregation by maintaining a high packing 

actor [37] . Tay et al. [38] evaluated the PCM dynamic melting pro- 

ess of a tube-in-tank theoretically and physically, capturing im- 

rovements in melting time, heat transfer, and efficacy. In another 

tudy, Tay et al. [39] experimentally tested the dynamic melting of 

 tube-in-tank configuration. In their test, the liquid PCM flows as 

TF liquid in copper tubes and could enter the LHTES tank and in- 

eract with the remaining solid PCM in the unit. The flow of liquid 

CM in the storage unit could shorten the thermal charging time. 

hus, the authors concluded from the experiments that dynamic 

elting could be considered an effective technique for promoting 
2
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Table 1 

Thermophysical properties of the Coconut oil and the nano additives [ 51 , 52 ]. 

Properties Coconut oil (measured) HTF (water at T in ) Copper pipe (thick wall) Copper foam 

Solid (15 °C) Liquid (32 °C) 

ρPCM (kgm 

−1 ) 920 914 ± 0.11% 993.73 8900 8900 

μPCM (Nsm 

−2 ) - 0.0326 ± 3% 0.705 × 10 −3 - - 

C p (JkgK −1 ) 3750 2010 ± 0.2% 4178 386 386 

k (Wm 

−1 K −1 ) 0.228 0.166 ± 1.2% 0.623 380 380 

h f (kJkg −1 ) 103 ± 1% - - 

Pr 394.73 ± 3.2% - - 

T me ( �T me ) 24 °C ( ±1 °C) - - 

Fig. 3. Views of the mesh with N = 3. (a) general view; (b) Top region; (c) bottom region; (d) the extended foam region. 

Table 2 

The range and levels of control parameters. 

Factors Description Range Level 1 Level 2 Level 3 Level 4 

A ε1 Porosity 0.85-0.975 0.825 0.875 0.925 0.975 

B ε2 Porosity 0.85-0.975 0.825 0.875 0.925 0.975 

C t mf / R p The metal foam ratio 2 – 5 2 3 4 5 

wave number 

D NL The height ratio of fin -4 – 2 -4 -2 0 2 

h

t

d

i

i

t

i

s

M

fi

p

T

a

p

n

m

a

T

t

c

c

fi

Fig. 4. Grid independency process performed for melting volume fraction, the total 

energy stored, PCM outlet average velocity from zero up to 80 0 0 s. 
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eat transfer in LHTES systems. Later, Gasia et al. [40] empirically 

ested the thermal charging of a shell-tube shape LHTES unit with 

ynamic melting. In their design, a pump circulates the liquid PCM 

n the shell side. The experiments show a 65.3% save in the melt- 

ng time. 

Even though the mentioned studies revealed that MF improves 

he heat transfer performance of PCMs, each approach has signif- 

cant drawbacks. MFs do not contribute to latent energy storage 

ince they do not change phase, hindering normal convection flow. 

F occupies PCM space and adds weight to the machine. A partial- 

lling technique was recently designed to completely utilize the 

ower of natural convection and heat transfer enhancement [41] . 

he research investigates the effects of using a layer of metal foam 

nd high-temperature PCM entering the tank on energy storage 

erformances. 

The literature review shows only a few publications on the dy- 

amic melting of LHTES units [37–40] , which are primarily experi- 

ental investigations. The experiments show a significant acceler- 

tion in the melting process and a reduction in the charging time. 

hus, the current study aims to simulate dynamic melting better 

o highlight the contributing mechanism during the melting pro- 

ess. The impact of using metal foam layers and their geometrical 

onfigurations on the thermal charging time was addressed for the 

rst time. 
3 
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Table 3 

Taguchi orthogonal table (L16) for design variables and optimization goal. 

Case 

A B C D MVF = 0.95 S/N 

Ratio 
ε1 ε2 t mf /R p NL Time (s) ES ( kJ/kg ) P ( kW/kg ) 

1 0.825 0.825 2 -4 12,463 49.9 4.00 -81.91 

2 0.825 0.875 3 -2 12,986 75.8 5.83 -82.27 

3 0.825 0.925 4 0 12,873 111.4 8.65 -82.19 

4 0.825 0.975 5 2 7378 154.2 20.90 -77.36 

5 0.875 0.825 3 0 11,854 51.4 4.34 -81.48 

6 0.875 0.875 2 2 14,798 80.5 5.44 -83.40 

7 0.875 0.925 5 -4 12,074 113.6 9.41 -81.64 

8 0.875 0.975 4 -2 6658 155.4 23.34 -76.47 

9 0.925 0.825 4 2 11,042 73.9 6.70 -80.86 

10 0.925 0.875 5 0 11,119 91.8 8.26 -80.92 

11 0.925 0.925 2 -2 13,237 115.2 8.70 -82.44 

12 0.925 0.975 3 -4 5406 157.5 29.13 -74.66 

13 0.975 0.825 5 -2 3341 81.7 24.46 -70.48 

14 0.975 0.875 4 -4 3936 97.1 24.66 -71.90 

15 0.975 0.925 3 2 4404 120.3 27.32 -72.88 

16 0.975 0.975 2 0 2849 161.1 56.54 -69.09 

17 0.975 0.975 5 -4 2376 161.5 68.01 Optimum 

Table 4 

Further investigation on the impact of design parameters. 

Case 

Parameter 

investigation 

A B C D 

ε1 ε2 T mf / R p NL 

0 Default case 0.875 0.875 3 0 

1 1 ε 0.825 0.875 3 0 

2 0.925 0.875 3 0 

3 0.975 0.875 3 0 

4 ε2 0.875 0.825 3 0 

5 0.875 0.925 3 0 

6 0.875 0.975 3 0 

7 T mf /Rp 0.875 0.875 2 0 

8 0.875 0.875 4 0 

9 0.875 0.875 5 0 

10 NL 0.825 0.975 3 -4 

11 0.825 0.975 3 -2 

12 0.825 0.975 3 0 

13 0.825 0.975 3 2 
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Fig. 5. The simulation results of the current model with the literature’s theoretical 

[58] and measurements [57] data. 
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. Model description and formulation 

.1. Model description 

A new design of PCM enclosures with open ports for a flowing 

tream of liquid PCM was introduced. The proposed fast charging 

atent Heat Thermal Energy Storage (LHTES) unit could be used for 

aste heat recovery from power plants. A stuck of fast charging 

HTES units, loaded in trucks, absorbs low-quality excess heat of 

 power plant at the plant site. Then, the charged units could be 

ransported to building sites to be used for building heating, as 

hown in Fig. 1 . 

Each LHTES unit is an enclosure filled with metal foam and 

CM. The enclosure is an annuli design with a heated tube in the 

enter, as illustrated in Fig. 2 . There is a flow of heated water as

he heat transfer fluid (HTF) in the center tube. The PCM with a 

usion temperature T f is filled in the annuli space. The bottom and 

op of the annuli space are open so a pressurized stream liquid 

CM can enter the annuli space from the bottom and leave the 

ystem at the top. There is a metal foam layer with porosity ( ε1 )

nd permeability ( K 1 ) over the HTF tube. Besides, there is a layer

f metal foam with a porosity ( ε2 ) and permeability ( K 2 ), which is

xtended into the annuli space. Fig. 2 shows a general view of the 

esign and its geometrical details. The mounting location of the 

xtended foam layer can be introduced by NL = H1 / Hb . Since both

oam layers are made of same material, they can be welded or ma- 

hined at once. 
4

Initially, the PCM in the system is in the super cold state ( T 0 
 T f ), and a flow of heated liquid PCM cannot enter the system. 

owever, a stream of heated water ( T h > T f ) in the HTF tube is

ossible. The heat transfer through the tub’s wall melts a layer of 

olid PCM inside the system and creates a thin film of liquid PCM, 

llowing a stream of liquid PCM enters the system from the bottom 

ort. The top port is exposed to a relative pressure of zero, while 

he bottom port is maintained at a high temperature ( T h ) and pres-

ure ( P in ). The stream of the liquid PCM through the annuli space 

s expected to increase the heat transfer rate and accelerate the 

harging process (reducing the melting time) significantly. Indeed, 

 high-pressure inlet liquid PCM induces mixed convection flow 

nd boosts the convection heat transfer mechanism in the enclo- 

ure. As a result, an enhanced heat transfer rate at the melting 

ront can be expected. The extended layer with porosity ε2 tends 

o uniform the fluid flow in the enclosure and divert it away from 

he HTF tube toward the shell regions of the enclosure. The di- 

erted hot inlet flow may better melt the solid regions next to 

he enclosure shell. The current study aims to analyze the above- 

xplained model of thermal energy storage. 
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Fig. 6. The computed S/N ratios for each design parameter. The maximum S/N ratio was selected based on the Taguchi method, which are ε 1 = 0.975, ε 2 = 0.975, t mf /R p = 5, 

and NL = -4. 

Fig. 7. Isotherm (top row) and streamlines (bottom row) for default values of the parameters. 
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.2. Mathematical formulation 

The governing equations for the explained model include the 

orced convection flow and heat transfer in the HTF tube, the con- 

ugate heat transfer in the tube wall, and the mixed convection 

eat transfer with phase change in the annuli space. The Darcy- 

rinkmann model governs the flow and heat transfer in the com- 

osite PCM-metal foam regions. 
v

5

.2.1. Governing equations for heat transfer fluid (HTF) 

The governing equations for conservation of mass momentum 

or HTF flow can be explained as [ 42 , 43 ]: 

The conservation of mass: 

1 

r 

∂ ( ru ) 

∂r 
+ 

∂w 

∂z 
= 0 (1) 

here u and w are the velocity components in horizontal ( r ) and 

ertical directions ( z ). 
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Fig. 8. Effect of porosity parameter in the region 1 ( ε1 ) on the (a) melting volume fraction, (b) total stored energy, (c) outlet flow range, and (d) outlet average temperature. 
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The conservation of momentum is explained as: 

HT F 

(
∂u 

∂t 
+ u 

∂u 

∂r 
+ w 

∂u 

∂z 

)
= −∂ p 

∂r 
+ 

μHT F 

r 

∂ 

∂r 

(
r 
∂u 

∂r 

)

− μHT F u 

r 2 
+ μHT F 

∂ 2 u 

∂z 2 
(2) 

HT F 

(
∂w 

∂t 
+ u 

∂w 

∂r 
+ w 

∂w 

∂z 

)
= −∂ p 

∂z 
+ 

μHT F 

r 

∂ 

∂r 

(
r 
∂w 

∂r 

)
+ μHT F 

∂ 2 w 

∂z 2 

(3) 

here p is the pressure field. The symbols ρ and μ denote the 

ensity and dynamic viscosity. The subscript HTF indicates the HTF 

uid, which here is water. 
6 
The conservation of the energy in the HTF is explained by: 

ρC p ) HT F 

(
∂T 

∂t 
+ u 

∂T 

∂r 
+ w 

∂T 

∂z 

)
= 

1 

r 

∂ 

∂r 

(
k HT F r 

∂T 

∂r 

)
+ 

∂ 

∂z 

(
k HT F 

∂T 

∂z 

)
(4) 

here T is the temperature field, and C p and k are the specific heat 

apacity at constant pressure and the thermal conductivity. 

.2.2. Governing equations for the tube wall 

The enegy conservation equation for copper pipe as a solid in- 

ermediate thick wall is explaned as [ 43 , 44 ]: 

ρc p ) w 

∂T 

∂t 
= k w 

(
1 

r 

∂ 

∂r 

(
∂T 

∂r 

)
+ 

∂ 2 T 

∂z 2 

)
(5) 

here the subscript w denotes the wall. 
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Fig. 9. Effect of porosity parameter in the region 1 ( ε1 ) on the contours of isotherm ε1 = 0.825 (top row) and ε1 = 0.975 (bottom row). 
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.2.3. Governing equations for annuli space 

The conservation of mass is introduced as [ 42 , 43 , 45 ]: 

1 

r 

∂ ( ru ) 

∂r 
+ 

∂w 

∂z 
= 0 (6) 

The momentum equation in horizontal and vertical directions 

re 

ρPCM 

ε 

∂u 

∂t 
+ 

ρPCM 

ε 2 

(
u 

∂u 

∂r 
+ w 

∂u 

∂z 

)
= −∂P 

∂r 

+ 

μPCM 

ε 

(
1 

r 

∂ 

∂r 

(
r 
∂u 

∂r 

)
− u 

r 2 
+ 

∂ 2 u 

∂z 2 

)
− μPCM 

K 

u − s ( T ) u (7) 

ρPCM 

ε 

∂w 

∂t 
+ 

ρPCM 

ε 2 

(
u 

∂w 

∂r 
+ w 

∂w 

∂z 

)
= −∂P 

∂z 

+ 

μPCM 

ε 

(
1 

r 

∂ 

∂r 

(
r 
∂w 

∂r 

)
+ 

∂ 2 w 

∂z 2 

)

− μPCM 

w − s ( T ) w + ρPCM 

gβPCM 

(
T − T f 

)
(8) 
K 

7 
here the subscript PCM indicates the phase change material. 

ere, ε and K are the porosity and thermal conductivity of the 

etal foam. The porosity is unity ( ε= 1), and permeability tends 

o infinity in the clear regions. In the metal foam, the porosity and 

ermeability tend to the corresponding values of the metal foam. 

he symbols β and g are also the thermal expansion coefficient 

nd the gravity acceleration. S ( T ) is a sink term that controls the

elocity in the solid and liquid regions and was explained later. 

The conservation of energy is explained as [ 42 , 43 , 45 ]: 

ρc p ) e f f 

∂T 

∂t 
+ (ρc p ) PCM,l 

(
u 

∂T 

∂r 
+ w 

∂T 

∂z 

)

+ ερPCM,l L f 
∂ω ( T ) 

∂t 
= k e f f 

(
1 

r 

∂ 

∂r 

(
∂T 

∂r 

)
+ 

∂ 2 T 

∂z 2 

)
(9) 

here L f is the latent heat of fusion, and ω(T) is the melting 

raction. The melting fraction can be changed between zero (fully 

olid) and one (fully liquid) and was described mathematically 

ater. The subscript eff denoted the effective properties of the com- 

osite metal foam and PCM. The permeability of the metal foam is 
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Fig. 10. Effect of porosity parameter in the region 1 ( ε1 ) on the streamlines; ε1 = 0.825 (top row) and ε1 = 0.975 (bottom row). 
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omputed using the following equation [46] : 

 = d 2 p 

73 × 10 

−5 

( 1 − ε ) 0 . 224 

(
d l d 

−1 
p 

)−1 . 11 
, 
(
d l d 

−1 
p 

)
= 1 . 18 

(
1 − ε 

3 π

)0 . 5 

[ 1 − exp ( −( 1 − ε ) / 0 . 04 ) ] 
−1 

, d p = 254 × 10 

−4 ω 

−1 ( P P I ) (10) 

ith a fixed pore density of 5 PPI. 

The sink term s (T) is also introduced as s (T ) = 

 mush 
1 −2 ω (T )+ ω 2 (T ) 

λ+ ω 3 (T ) 
, in which 

 ( T ) = 

⎧ ⎪ ⎪ ⎨ 

⎪ ⎪ ⎩ 

0 T < T me − �T me / 2 

T − T me 

�T me 
+ 

1 

2 

T me − �T me / 2 < T < T me + �T me / 2 

1 T > T me + �T me / 2 

(11) 

here A mush is adopted as 10 6 kg/(m 

3 s) in clear flow and 10 11 

g/(m 

3 s) in metal foam region. Moreover, λ= 10 −3 and �T me is the 

elting range. 
8

For effective thermophysical properties [ 47 , 48 ]: 

 

ρC p ) PCM 

= ω ( T ) ( ρC p ) PCM,l + ( 1 − ω ( T ) ) ( ρC p ) PCM,s (12) 

here the subscripts l and s denote the solid and liquid phases of 

he PCMs. 

 

ρC p ) e f f,PCM 

= ε ( ρC p ) PCM 

+ ( 1 − ε ) ( ρC p ) porous (13) 

here the subscript porous indicates the metal foam property. The 

hermal conductivity of the PCM is computed using the melting 

olume fractions as: 

 PCM 

= ω ( T ) k l + ( 1 − ω ( T ) ) k s (14) 

The effective thermal conductivity of composite porous metal 

oams is evaluated as [ 49 , 50 ]: 

 e f f = 

[ k PCM 

+ π( 
√ 

χ − χ) �k ] [ k PCM 

+ ( χπ) �k ] 

k PCM 

+ 

[
4 
3 

√ 

χ( 1 − ε ) + π
√ 

χ − ( 1 − ε ) 
]
�k 

(15) 

n which, 

= 

1 − ε 
, �k = k porous − k PCM 

(16) 

3 π
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Fig. 11. Effect of porosity parameter in the region 2 ( ε2 ) on the (a) melting volume fraction, (b) total stored energy, (c) outlet flow range, and (d) outlet average temperature. 
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The thermophysical properties of metal foam, HTF, tube wall, 

nd PCM are summarized in Table 1 . 

.3. Controlling boundary and initial conditions 

The HTF is injected with the temperature of T in,HTF, and velocity 

f w in,HTF . 

T | HT F = T h , u | HT F = 0 , w | HT F = w in,HT F (16) 

At the outlet of the HTF tube, the developed convective flow is 

onsidered to be established. 

u | HT F = 0 , P | HT F = 0 , 
∂T 

∂z 

∣∣∣∣
HT F 

= 0 (18) 

The injected PCM in the bottom to up direction can be written 

s: 

P | PCM 

= P in,PCM 

and T | PCM 

= T h (19) 
9 
nd at the outlet, it is expected: 

P | PCM 

= 0 , and 
∂T 

∂z 

∣∣∣∣
PCM 

= 0 (20) 

The perimeter wall of the enclosure is well insulated, and 

ence, the boundary conditions at the outer wall are: 

u | PCM 

= w | PCM 

= 0 , 
∂T 

∂r 

∣∣∣∣
PCM 

= 0 (21) 

At the upper and lower surfaces of the PCM enclosure, bound- 

ry conditions can be defined as the following: 

u | PCM 

= w | PCM 

= 0 , 
∂T 

∂z 

∣∣∣∣
PCM 

= 0 (22) 



M. Ghalambaz, M. Aljaghtham, A.J. Chamkha et al. International Journal of Heat and Mass Transfer 203 (2023) 123760 

Fig. 12. Effect of porosity parameter in the region 2 ( ε2 ) on the contours of isotherm; ε2 = 0.825 (top row) and ε2 = 0.975 (bottom row). 
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The initial condition for the PCM domain can be expressed as 

he following: 

u | PCM 

= w | PCM 

= 0 , P | PCM 

= 0 , T | PCM 

= T initial (23) 

.4. Characteristics parameters 

The total stored energy ( ES ) in the annuli is computed as 

S ( t ) = Sensibleenergy + Latentheatenergy (24) 

here Latentheatenergy = 

∫ 
V 

ερLPP h LPP dV . Besides, the melting vol- 

me fraction (MVF) is computed as 

V F ( t ) = 

∫ 
V εω ( T ) dV ∫ 

V εdV 

(25) 

here dV = 2 π r d r is the volume element of the enclosure. 

The outlet flow rate was introduced as 

 out = 

∫ 
w dA 
A 

10 
here d A = r d r is the surface element of the outlet. The outlet av-

rage temperature difference ( �T̄ out ) is introduced as 

T̄ out ( t ) = 

∫ 
A 

w 

w̄ 

(T h − T ) dA ∫ 
A dA 

(26) 

here w̄ = 

∫ 
A w dA / 

∫ 
A dA . The geometrical details of the enclo- 

ure are as follows: R p = 6.35 mm (1/4 in), Lb = 0.2032 m (8 in),

b = 0.4064 m (16 in), t mf = 3 R p , H mf = Hb /15, t p = 3.175 mm (1/8

n). 

. Numerical method, mesh study, and verification 

The finite element method (FEM) was employed to solve the 

overning equations and the boundary conditions. 

.1. Numerical method 

A weak form of governing equations was integrated over mesh 

lements using the FEM to obtain residual equations using a 
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Fig. 13. Effect of porosity parameter in the region 2 ( ε2 ) on the streamlines; ε2 = 0.825 (top row) and ε2 = 0.975 (bottom row). 
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econd-order formula. Then the PARDISO (PARallel DIrect Solver) 

olver [53–55] was employed to solve the equations. The Newton 

ethod with a damping factor of 0.8 was invoked to solve the 

oupled form of the equations. A first-second order backward dif- 

erential formula [56] was employed to select the computational 

ime steps and control the solution accuracy smaller than 10 −4 . 

he computations were suppressed when the melting volume frac- 

ion reached a value larger than 0.999. 

.2. Mesh study 

The mesh study was performed to check the impact of the 

esh size on the accuracy of the computations. A structured mesh 

as used for the discretization of the computational domain. The 

omputations were repeated for four different meshes. The mesh 

ize was controlled using an integer variable ( N ) where N = 2, 3,

, and 5. The details of the utilized mesh are as follows: the in-

et and outlet of the HTF region (5 N mesh points) with a non-
11 
niform stretching element ratio of 0.05. So, the mesh next to the 

TF tube is denser than the central regions. 101 N mesh points for 

he height of the system, where 7 N points were used for meshing 

he extended metal foam region. The 2 N and 4 N mesh points were 

sed for the inlet/outlet and wall thickness, respectively. Moreover, 

5 N points were used for the rest of the horizontal walls of the 

nnuli space. 6 N mesh points were also used for the metal foam 

ayer over the HTF tube. A view of the utilized mesh for N = 3 is

llustrated in Fig. 3 . The computations were executed for a case 

ith ε 1 = 0.9, ε 2 = 0.975, t porous = 3 R p , P in = 1500 Pa, U 0 = 0.1m/s, and

L = 0 and the results are shown in Fig. 4 . As seen, the computed

esults for the case of low-resolution mesh ( N = 2) are slightly dif- 

erent from other cases ( N > 2). However, there is no apparent dif- 

erence between cases N = 3, 4, and 5. Thus, increasing the mesh 

ize over N = 3 does not add notable computational accuracy to the 

esults. Hence, in order to save computational time and resources, 

he mesh size of N = 3 was adopted for the computations. The re- 

ulting mesh is made of 43,200 quad elements. 



M. Ghalambaz, M. Aljaghtham, A.J. Chamkha et al. International Journal of Heat and Mass Transfer 203 (2023) 123760 

Fig. 14. Effect of thickness of porous region ( t mf ) on the (a) melting volume fraction, (b) total stored energy, (c) outlet flow rate, and (d) outlet average temperature. 
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.3. Code verification 

The code precision and model were examined by making a 

omparison with the experimental data of Kamkari et al. [57] . 

n [57] , the melting of lauric acid PCM was investigated in a 

20 × 50 mm enclosure. The enclosure surfaces were well insu- 

ated except for its left vertical wall, which was exposed to a heat 

ource. The same model was simulated here, and the MVF is com- 

ared to the literature’s theoretical [58] and experimental [57] data 

n Fig. 5 . As seen, the simulated and examined data well agree and

onfirm the accuracy of the computations and the model. More- 

ver, the simulation results of the present model and code were 

ompared with the results of [ 50 , 51 ] during a melting process of

 PCM in an enclosure filled with metal foam. In all cases, an ac- 

eptable agreement was observed. Here, the details were omitted 

or the sake of brevity. 
12 
. Results and discussion 

The impact of the porosity of the metal foam layer over the HTF 

ube ( ε1 ), the porosity of the extended metal foam region ( ε2 ), the

hickness ratio of the metal foam over the HTF tube ( t mf / R p ), and

he mounting height of the extended metal foam layer ( NL ) were 

nvestigated on the rate of the thermal energy storage. The thick- 

ess of the extended metal foam layer was adjusted with the con- 

ition that the total volume of the metal foam remains constant. 

The Taguchi method is an optimization approach for improving 

he quality of products. It explores an orthogonal space of con- 

rol variables to efficiently search the variable space with mini- 

al cost and find an optimum combination of control parameters. 

ince the phase change heat transfer simulations are computation- 

lly expensive, the Taguchi method seems a good approach for 

inimizing the charging time. The Taguchi method has been suc- 
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Fig. 15. Effect of thickness ratio (t mf / r p ) on the contours of isotherm; t mf / r p = 2 (top row) and t mf / r p = 5 (bottom row). 
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essfully employed in some recent publications related to LHTES, 

uch as [ 59 , 60 ]. Here, the Taguchi method has been used to find

he optimum values of porosities ( ε1 and ε2 ), the metal foam 

atio, and the height ratio of the fin to minimize the melting 

ime. 

The design variable and the range and selected level of the 

ariables are summarized in Table 2 . Then, following the Taguchi 

ethod, an orthogonal table L16 was selected to explore the design 

pace, as reported in Table 3 . The time until the melting reaches 

5% (MVF = 0.95) was adopted as the design goal. The aim is to 

inimize the melting time. 

Moreover, the charging power was computed as P = ES / t where 

 shows the charging power, ES is the energy storage ( Eq. (24 ))

nd t is the charging time. The corresponding charging time, stored 

nergy, and charging power are reported in Table 4 . Using the re- 

orted data of Table 3 , a variable called signal-to-noise ratio (S/N) 

as obtained using the "the higher, the better" approach of the 

aguchi method, as explained in [61–63] . The higher the S/N, the 

etter the obtained design. 

Fig. 6 shows the computed S/N values with respect to the 

harging time. The levels with the highest S/N should be selected 

s the optimum design. Thus, based on Fig. 6 , the optimum de- 

ign variables are ε 1 = 0.975, ε 2 = 0.975, t mf /R p = 5, and NL = -4. The

imulations were executed for this design case, and the minimum 
13 
harging time of 2376s was computed, which confirms that the 

aguchi method correctly estimated the optimum design case. 

This section investigates the impact of design variables on some 

f the characteristic parameters. A design case with ε1 = 0.875, 

2 = 0.875, t mf / R p = 3, and NL = 0 is adopted as the reference case,

nd the design variables were changed around this case. The sim- 

lated cases in this section are summarized in Table 4 . 

Fig. 7 depicts the isotherms and streamlines for the reference 

default case) with ε 1 = 0.875, ε 2 = 0.875, t mf / R p = 3, and NL = 0. As

een, the HTF tube is depicted by a red color since hot water with 

 fair velocity flows through the tube, and the PCM could only 

bsorb a small amount of HTF heat due to limited heat transfer 

etween the HTF and PCM inside the enclosure. The limited heat 

ransfer is due to the small tube surface and limited convective 

eat transfer coefficient on the HTF side (laminar flow) and the 

CM side (natural convection flow). Initially, t = 700 s, only at the 

ottom portion of the enclosure next to the heated inlet port and 

TF tube are heated, and the rest of the enclosure is at a super 

old temperature. The streamlines also show small natural convec- 

ion effects at the bottom. At this stage, there is no film of liquid 

CM between the inlet and outlet of the enclosure, and there is no 

orced convection heat transfer. After a while, t = 6500 s, a film of 

iquid PCM forms over the tube, and a liquid passage between the 

nlet and outlet of the enclosure forms. The formation of the liquid 
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Fig. 16. Effect of thickness ratio (t mf / r p ) on the streamlines; t mf / r p = 2 (top row) and t mf / r p = 5 (bottom row). 
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lm is mainly due to the heat transfer between HTF fluid inside 

he tube and the PCM around the tube. The streamlines also con- 

rm the formation of a small passage between the inlet and out- 

et ports of the enclosure. As time passes ( t = 80 0 0 s), the melting

ront moves upward, and the forced convection strength increases. 

ig. 8 , depicts the impact of ε1 on the characteristic parameters. 

oreover, Figs. 9 and 10 depict the impact of ε1 on the isotherms 

nd streamlines for two porosity values of ε1 = 0.825 and ε1 = 0.975. 

Fig. 8 (a) plots the MVF for various values of ε1 . This figure in-

erestingly shows that for the case of ε1 = 0.975, the full melting 

akes place quickly, while for other cases, it takes much longer. 

his is an unexpected outcome since the increase of the porosity 

educes the amount of metal foam and consequently reduces the 

ffective thermal conductivity. However, attention to the physical 

echanism of heat transfer in this study confirms that the stream 

f the liquid PCM and the creation of a liquid passage PCM be- 

ween the inlet and outlet could lead to the commencing of the 

oced/mixed convection heat transfer mechanism in the enclosure. 

hen ε1 is small, the effective thermal conductivity is high. The 

bsorbed heat from the HTF tube propagates in the supper cold 
14 
CM quickly and increases the temperature of the PCM by conduc- 

ion mechanism. However, when ε1 increases, the effective ther- 

al conductivity of composite PCM reduces. The absorbed heat re- 

ains a small later over the tube and melts a small film of PCM 

round the tube. Thus, for a design with large ε1 , the liquid film’s 

ormation accelerates, and the full melting takes place quickly. 

The curves of total stored energy ( Fig. 8 (b)) also follow the 

ame characteristics as MVF. This is because latent heat is the 

ominant mechanism of thermal energy storage, and the sharp in- 

rease of MVF at 800 s could also be expected in Fig. 8 (b). More-

ver, as seen in Fig. 8 (c), the outlet flow rate is initially zero since

here is no liquid film passage between the inlet and outlet. How- 

ver, as soon as a liquid film passage forms, the outlet flow rate in- 

reases sharply. Initially, the average outlet temperature difference 

s high since there is no flow stream between the heated inlet liq- 

id PCM and the outlet at the initial cold temperature. However, 

ue to the heat transfer between the tube and HTF, the temper- 

ture next to the outlet increases, and the temperature difference 

rops. After forming the liquid film, the temperature difference re- 

uces since a high amount of the heated liquid PCM enters the 
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Fig. 17. Effect of the height ratio of fin on the (a) melting volume fraction, (b) total stored energy, (c) outlet flow rate, and (d) outlet average temperature. 
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nclosure, loses a small amount of its heat to the PCM in the en-

losure, and then leaves the enclosure with a small temperature 

ifference with respect to the inlet. These conclusions agree with 

he observations of Figs. 9 and 10 . The effective thermal conduc- 

ivity of the metal foam and PCM is the most dominant parameter 

or the formation of liquid film over HTF and charging time. How- 

ver, permeability can also play a role when the dynamic melting 

ommences. The permeability of foam layers impacts the flow rate 

nd the convection heat transfer. 

Fig. 11 depicts the impact of ε2 on the characteristic param- 

ters and Figs. 12 and 13 illustrate the corresponding isotherms 

nd streamlines for two cases of ε2 = 0.825 and ε2 = 0.975 while 

ther parameters are fixed at reference values. These figures show 

n extended metal foam layer with a high porosity resulting in a 

uick melting process. An extended surface with high porosity de- 

ays liquid film formation over the HTF tube since it helps with 

 better conduction heat transfer and diffusion of absorbed heat 

rom the HTF tube into the super cold regions of the enclosure. 
15 
hus, as seen in Fig. 13 , the streamlines between the inlet of the 

nclosure and its outlet are well developed in the case of ε2 = 0.975 

nd t = 80 0 0 s, while for the same time snap, but for ε2 = 0.825, the

iquid film is about to be established. 

Moreover, a larger value of ε2 leads to a better porous perme- 

bility which, as a result, increases the outlet flow rate (as seen in 

ig. 11 (c)). The amount of final stored energy also rises with the 

ncrease of ε2 since the number of void spaces increases, and con- 

equently, more PCM can be embedded in the enclosure. The ef- 

ective thermal conductivity of foam with high porosity is small, 

nd thus, the local temperature of PCM next to HTF can increase 

ore quickly, which allows a fast formation of dynamic melting. 

he lowest average outlet temperature difference can be seen for 

he case with ε2 = 0.975, which is due to the highest flow rate for 

his case. 

Figs. 14–16 depict the impact of the metal foam ratio on the 

haracteristic parameter, isotherms, and streamlines. These figures 

how the foam ratio could slightly change the thermal charging 
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Fig. 18. Effect of height ratio of fin ( NL ) on the contours of isotherm; NL = -4 (top row) and NL = 2 (bottom row). 
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ehavior of the unit. A larger value of foam ratio means a thicker 

oam layer over the HTF tube and a thinner extended foam layer. 

s seen, a thick foam layer over the tube could better melt the 

CM inside the enclosure compared to a thin one. 

Moreover, the amount of final stored energy is not a function 

f the foam ratio since the total amount of foam is fixed, and thus 

he total amount of the PCM embedded in the foam cannot be 

hanged. From Fig. 14 , it can be seen the liquid film can be formed

lightly faster for a large value of foam ratio. The location of film 

ormation can be estimated in Fig. 14 from the sharp rise of the 

haracteristics parameters. When the extended surface is narrow, 

t cannot properly channel the heat from the HTF tube into the 

upper cold PCM by conduction mechanism and prevent the for- 

ation of early liquid film over the HTF tube. Moreover, a large 

oam ratio leads to a higher outlet flow rate since only a thin layer

f extended foam resists the fluid motion. Consequently, a small 

emperature difference could be observed at final times when the 

oam ratio is high due to the corresponding large outlet flow rate. 

s seen in Fig. 16 , the streamlines are well developed in the enclo-

ure at t = 80 0 0 s when the foam ratio is five compared to that of

oam ratio equal to two. 

Figs. 17–19 depict the impact of extended foam layer location 

 NL ) on the characteristic parameters, isotherms, and streamlines. 
16 
s seen, there is not much difference between the mounting loca- 

ion of the extended foam layer when the foam is mounted in the 

iddle or toward the bottom. However, mounting the extended 

ayer toward the top delays the melting process. Attention to Figs. 

7–19 shows that placing the extended foam layer at the top de- 

ays liquid film formation over the HTF tube. Indeed, the liquid film 

ormation starts from the bottom, where the heat transfer between 

he HTF flow and the tube surface (PCM region) is the strongest. As 

he HTF moves upward, its heat transfer coefficient and tempera- 

ure drop. 

As discussed earlier, the extended foam layer contributes to the 

onduction heat transfer and channels some of the HTF heat into 

he super cold PCM regions, thus delaying forming the liquid film. 

lacing the extended layer at the top delays forming the liquid 

lm, which was already weak due to the low heat transfer rate be- 

ween HTF and PCM. Figs. 18 and 19 also show that the convection 

eat transfer between the intel and outlet ports of the enclosure 

re well established for NL = -4 and t = 80 0 0 s, while for the case

L = 2 and t = 80 0 0 s, the liquid film is just about to be developed.

he amount of stored energy follows the MVF pattern, and the to- 

al stored energy is fixed since the amount of foam layer and PCM 

re fixed. The ultimate outlet flow rate is also fixed for various val- 

es of NL since it induces a flow resistance against the forced con- 
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Fig. 19. Effect of height ratio of fin ( NL ) on the streamlines; NL = -4 (top row) and NL = 2 (bottom row). 
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ection liquid PCM almost regardless of its position. Finally, since 

he ultimate outlet flow rates are similar, the ultimate outlet aver- 

ge temperature differences are also similar. 

In conventional closed storage systems, heat transfer occurs 

hrough the enclosure surfaces. Thus, there is a heat transfer limi- 

ation at the enclosure surface since the surface of the enclosure 

an reach the HTF temperature as the convection heat transfer 

ends to infinity. Then, the internal thermal resistance of the enclo- 

ure acts as a barrier to fast charging of the storage unit due to the

imited thermal conductivity of the PCM. In contrast, the present 

esign profits from a strong convective heat transfer mechanism, 

hich is supported by a pressurized heat transfer flow of liquid 

CM moving through the enclosure. A fast charging mechanism 

akes the design appropriate for energy transport from power 

lants to commercial renewable energy sites. The liquid PCM can 

e circulated in a thermodynamic cycle and recover waste heat. 

hen, the heated liquid PCM enters the storage unit to charge the 

nit quickly. The advantage of the present design is attributed to 

he direct contact nature of liquid PCM with the solid PCM in the 

torage unit. 
17
. Conclusion 

The melting heat transfer and thermal energy storage of a new 

esign of thermal energy storage were addressed in the present 

tudy. In the proposed design, a pressurized stream of heated liq- 

id PCM could enter the enclosure and accelerate the heat trans- 

er and the thermal charging process. An HTF tube was placed in 

he center of the thermal energy storage unit to assist the creation 

f a thin film of liquid PCM and open a passage between the en- 

losure’s inlet and outlet ports, allowing heated liquid PCM to en- 

er and leave the enclosure. Two layers of metal foam with dif- 

erent porosities were employed in the enclosure to support the 

eat transfer around the HTF tube and inside the enclosure. The 

nite element method was employed to solve the governing equa- 

ions in the HTF tube, tube wall, and PCM enclosure. The impact 

f foam layer porosities, foam layer ratio, and location of extended 

oam layer were studied on the MVF, stored thermal energy, out- 

et flow rate, and average outlet temperature. The isotherms and 

treamlines were also plotted to express the physical behavior of 

he system. 
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The results showed that using a metal foam with high poros- 

ty not only increases the capacity of the thermal energy storage 

nit but also accelerates the charging process. This observation is 

gainst the conventional literature data regarding the melting heat 

ransfer enhanced with metal foams in closed enclosures. In the 

ealed enclosures, the increase of porosity reduces the effective 

hermal conductivity; thus, the melting rate is expected to be re- 

uced. However, in the present design, in which there is a mixed 

onvection flow, a metal foam layer with high porosity results in 

n effective low composite thermal conductivity over the HTF tube 

nd accelerates the formation of a liquid PCM film over the HTF 

ube. Moreover, a high porosity extended foam layer reduces the 

verall flow resistance for the stream of heated liquid PCM and 

lso accelerates the formation of the liquid film passage between 

he inlet and outlet ports of the enclosure, which consequently re- 

uces the thermal charging time of the system. 

Increasing the foam ratio (increasing the metal foam layer 

hickness over the HTF tube) reduces the thermal charging time 

y accelerating the formation of thin PCM liquid film and reducing 

he resistance to the heated liquid PCM stream. 

The location of the extended foam influences the melting time 

nsignificantly except when the foam is mounted at the top of the 

nclosure, which increases the charging time by delaying the liquid 

lm formation. Thus, it could be concluded that using an extended 

oam in the enclosure is not much beneficial. 

The results showed that the formation of the initial liquid film 

s the most significant parameter which could control the charging 

ime. Thus, charging enclosures with a minimum charge (not sup- 

er cold PCM) or using an electrical element instead of the HTF 

ube maybe accelerate the charging process further, which could 

e the subject of future research studies. Moreover, since the metal 

oam can impact the results, the thickness of the foam layers and 

heir pore density can also impact the results, which could be the 

ubject of future studies. 
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